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material Wieland K41 / CuNi1Pb1P availability l Stock Wieland Metalix AG

standard UNS-Norm C19160 CH-4512 Bellach

length (mm) 3000 ± 30  Stock Wieland-Werke

DE-89269 Vöhringen

Nenn 

ø end

[mm] [mm]

1.56 0.017 l

1.83 0.023 l

2.12 0.031 l

2.2 0.034 l

2.35 0.040 l

2.59 ≥ 600 0.048 l

2.665 0.050 l

2.8 0.055 l

3 0.065 l

3.26 0.078 l

3.35 0.081 l

3.7 0.097 l

4 0.113 l

5 0.177 l

5.1 0.182 l

5.5 0.211 l

6 0.252 l

8 +0 / -0.036 0.452 l

11 0.855 l

16 550 - 620 1.789 l

Further dimensions and alloys on request

 E-Mail: info@wieland-metalix.com

 www.wieland-metalix.com
 Phone 032 617 39 39

avail-

ability
ISO-Tolerance

WICONNEC round bras K41

Features
mass

(kg/m)

made of low-alloyed copper

eddy current 

test

Rm

[MPa]

h9

+0 / -0.043

+0 / -0.025

c
h

a
m

fe
re

d
 /

 s
h

a
rp

e
n

e
d

 t
o

 E
N

 1
2
1
6
4

s
ta

n
d

a
rd

 t
o

 D
K

I-
C

h
e
c
k
 S

h
e
e
t 

7
9
1

This datasheet is for information only and does not represent a change to service. Apart from intent or gross negligence, we assume no liability for its accuracy. Product features 

are not guaranteed.

≥ 590

560 - 620

+0 / -0.030

620 - 700

620 - 700
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