
updated on: february 2019

material X8CrNiS18-9 availability l Stock Wieland Metalix AG

standard EN 10088 / EN 10278 CH-4512 Bellach

execution pulled / roughly polished, tolerance h9

length (mm) 3000 ± 50

[mm] kg/m [mm] kg/m

1.6 0.016 l 22 2.984 l

1.8 0.020 l 25 3.853 l

2 0.025 l 26 4.168 l

2.5 0.039 l 28 4.834 l

3 0.055 l 30 5.549 l

3.5 0.076 l 32 6.313 l

4 0.099 l 35 7.553 l

4.5 0.125 l 38 8.903 l

5 0.154 l 40 9.855 l

5.5 0.187 l 45 12.480 l

6 0.222 l 50 15.410 l

6.5 0.260 l

7 0.302 l

8 0.395 l Further dimensions and alloys on request

8.5 0.445 l

9 0.499 l

10 0.616 l

11 0.746 l

12 0.888 l

13 1.042 l

14 1.208 l

15 1.387 l

16 1.578 l

17 1.782 l

18 1.998 l

19 2.226 l

20 2.446 l

21 2.719 l

 E-Mail: info@wieland-metalix.com

 www.wieland-metalix.com
 Phone 032 617 39 39
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Stainless steel 1.4305 round bars
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This datasheet is for information only and does not represent a change to service. Apart from intent or gross negligence, we assume no liability for its accuracy. Product features 

are not guaranteed.
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